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THANKS FOR PURCHASING A BEFACO MODULE! 
BEFORE YOU PLUG THIS MODULE IN… 
 
1. Disconnect your cabinet from the mains. 
 
2. Triple-check the power cord polarity. The coloured line on the cable (PIN one) is the 
12V rail. 
 
3. If you plug the module backwards, you might burn it out; unfortunately, the warranty 
does not cover this. 
 
4. If you have any questions about this product, feel free to contact us 
support@befaco.org 

 
 

WHAT IS PHONO AMP? 
 

Vinyl culture and modular synthesizers are merging in exciting ways! 
 
Phono Amp is designed to enhance DJ hybrid sets, allowing you to incorporate your favorite 
scratching techniques into your Eurorack setup, or simply enjoy listening to your favorite albums. 
 
The Phono Amp is a high-gain amplifier featuring selectable RIAA and LINE inputs, along with a 
ground binding post.  
 
A phono preamplifier is more than just an operational amplifier with increased gain; it is a vital 
component of high-fidelity sound systems. This preamplifier is expertly crafted with two premium 
low-noise op-amps and includes an advanced RIAA filter. This filter compensates for the RIAA 
"preemphasis curve" applied to vinyl recordings, ensuring a flat frequency response for optimal 
sound quality. 
 
The Phono Amp is compatible with all types of Moving Magnet cartridges and features high-quality 
RCA connectors on the front for easy operation. 
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CONTROLS 
1. RCA INPUTS.​
High-quality RCA connectors on the top to facilitate 
operation. 
2. GAIN CONTROL. Turn the gain up until the yellow 
LEDs barely blink. 
3. PHONO/LINE SELECT. Input type selector. PHO is the 
Phono IN with high gain and RIAA EQ. LINE is a line (-10dBv) 
to a modular level preamp without RIAA EQ. 
4. LEDs VU-METER. Level meter.  
5. STEREO OUTPUT. Modular level stereo out​
6. MONO SUM OUTPUT. 
Modular level L+R sum. 
7. GROUND CONNECTION. For old-school turntables with bidding posts. 
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SPECS AND CREDITS 

 

 

 

 
 
 
 
 

Designed with care and love by the Befaco Team in Barcelona, 2025 
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Current needs: +12V: 20mA, -12: 15mA, 5v:0 on additional rails 

Width: 12 HP 

Depth: 34 mm assembled version -  34 mm DIY version 
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